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POWER
Ovide Smart Antenna can be powered in 2 possible  ways: 
1. Via DC INPUT (11-36VDC) 
2. Via LAN active 802.3af PoE (Power over Ethernet)

Ovide Smart Antenna will boot as soon as it gets power and will be 
ready in about a minute, Reset button’s blue ring light will light up as 
soon as it receives power and will remain lit.

LAN CONNECTION
LAN PoE connector is used to:

1. Connect all Ovide Smart devices, Apple MacBook, etc. 
2. Power the Ovide Smart Antenna 

WARNING: Do not connect this port to an existing network as the 
LAN connector has a built-in DHCP server setup by default. If you 
connect it to an existing network there could be massive network 
issues in both this antenna and the existing network. 

WAN CONNECTION 
Use the WAN input to connect to a wired internet connection or an 
existing network.  
If it has internet connection, Ovide Smart Antenna will share that 
internet access with all connected clients (to LAN connector and Wifi 
network).

POSITIONING THE ANENNA
For a better performance, place the Antenna in a vertical and 
elevated position, above people’s heads (use the baby pin receiver 
and a light stand if needed).

WARNING: Do not place Ovide Smart Antenna close to other 
antennas, specially other wifi antennas or wireless video system 
such as Teradek, as they work in the same band and will interfere 
each other.
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USING 4G DATA
Ovide Smart Antenna has 2 independent built-in 4G/LTE modems 
and each one needs its own SIM card. Once 4G connection is 
established, internet connection will be available in both LAN and 
Wifi connections. 

Insert 2 Mini SIM cards (25x15mm) and put back on the caps to avoid 
dust and moisture. SIM cards will protrude a bit so you can pull them 
out when needed.

Use 2 different carriers to have failover or external bonding. You can 
either use unlocked SIM cards (PIN disabled) or use a simple app to 
dial the PIN so the modem can unlock the card.

Usually the connection settings (APN servers) are preloaded in 
the SIM card and the antenna will use them. If your Ovide Smart 
Antenna does not connect, please ask your carrier for the APN 
settings and set them up manually using the app.

CHANGING SIMPLE SETTINGS
Basic settings: You can change basic settings such as network 
name, password, SIM PIN codes, country and wifi channels 
using our simple software that can be downloaded here: UNDER 
DEVELOPMENT

Advanced settings: Please, contact us for login credentials to 
access to advanced setting.  
WARNING: Advanced configuration at your own risk. No networking 
support will be provided when out of standard settings.

RESET
Back to recommended settings:  
While the Ovide Smart Antenna is on, press and hold the reset 
button for 10 seconds and your Smart Antenna will revert to 
recommended settings.

Wifi name: Ovide_SmartAssist 
Password: Ovide_SmartAssist

Back to factory settings:  
While the Smart Antenna is on, press and hold the reset button for 
at least 40 seconds and your Smart Antenna will revert to factory 
settings. Ovide Smart Antenna is now completely wiped and you 
need to reprogram it.

WARNING: Once its factory reset is applied, you cannot return to 
“recommended settings” unless Ovide provides you with a restore file.

MANUAL SET UP
WARNING: Proceed at your own risk.

Connect the Antenna at 172.225.0.1 
Login: admin 
Password: Ovide-0225


